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CABBY (Pedal Speaker Sim) 

 

Overview 

 Passive speaker sim based on 4x12 greenback cab with a SM57 
 Intended to be used in conjunction with pedal or line level devices 
 BASS-MIDDLE-TREBLE-LEVEL controls 
 STEREO SEND/RETURN/OUTPUT 
 OUTPUT can feed a line input or a set of headphones 

 
Frequency Chart 
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Benefits  

 Use time based stereo effects after speaker simulation 
 Interactive tone controls 
 Completely passive, requires no power 
 Standard pedal size 

Safety 

 Use only with line level devices such as a guitar pedal, preamp or amp line out  
 Does not contain a load so make sure your tube amp always have a proper load  

Specifications 

INPUT SEND/RETURN OUTPUT CONTROLS SIZE 

MONO  
(Line Level) 

STEREO 
(Line Level) 

STEREO 
(Line Level) 

 
BASS-MIDDLE-
TREBLE-LEVEL 

 

1590B 

 

* Use a dedicated headphone amp unless you have phones that are easily driven 

 

 

 

 

 

 

 

2 year limited warranty. Warranty applies to defective material and workmanship for the original 
purchaser when bought from MASTERPLANT or authorized dealer. Opening the unit will void the 
limited warranty and any required service or update must be performed by MASTERPLANT. A copy of 
the original receipt must be included with the unit. Warranty will not cover damage caused by misuse 
or accidents. It will not cover any damage inflicted to other equipment resulting from impedance 
mismatching or any other faulty use. 


